AULDiIVOE

12 - 13 Woodside Industrial Park,
Works Road, Letchworth, Herts SG6 1LA

Tel: 01462 481342 Fax: 01462 676657
www.autolube.net

INTERIM SERVICE

Coolant strength

Old New (if applicabI01

Tread Depth

ioside | Miade | Ouside |

Legal minimum limit - 1.6mm on central
3/4 of tyre

/The sanice items listed cpposite have baen camed out on your vehicle, please
Note that due to the laminated construction of timing belts, we do not consider
A visual check to be reliable and recommend that belts are always changed
At the manufachaers specified mikkage - il you are not sure when the fiming
Belt was last changed on your vehicle please inform the senvice receptionist who
Wil be pleased to offer you g fixed prce quotation for replacement.

Service technician
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Ensure that protective covers and floor mats

are fitted to vehicle.

Check operation of external lights.

Check operation of windscreen washers.

Check wiper blades for signs of wear.

Check and top up windscreen washers.

Check visible water hoses for leaks.

Check anti-freeze/summer coolant concentration.
Top up where necessary.

Check fan belt for cuts/wear.

Check throttie cable/linkage condition.

Check air filter for cleanliness.

Clean and gap spark plugs.

Check coil tower, distributor cap and H.T. Leads.
Carry out engine setting check.

Vacuum car interior,

Check windscreen for chips and cracks.

Remove oil oil filter and drain oil (whilst hot).

Re-fit sump plug, fit new ail filter.

Inspect all visible brake pipes and hoses.

Check handbrake operation. Adjust and lubricate
where necessary.

Inspect front brake pads and discs for wear.

Re-fill engine with premium grade oil and check for leaks.
Check dip-sfick level.

Check and top-up brake/clutch fluid.

Check and adjust tyre pressures if necessary.
Place old parts (not il filter) in car.

Road test vehicle,

Return keys to reception and fill out all necessary paperwork.
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